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ESC AKM
ESC OHM
ESC V010

0 ... +50 C / -25 ... +70 ° °C

4 .... 20 mA
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DACS ELSA XXXXCM SERIES LEVEL CONTROL ROD
Thank you for choosing the DACS ELSA XXXXCM series level control rod.

15.6mm

18.4mm

29.2mm35.3mm

1.1 ENVIRONMENTAL SPECIFICATIONS

1.2 ELECTRICAL SPECIFICATIONS

1.3 OUTPUT SPECIFICATIONS

1.4 ENCLOSURE

Ambient / storage temperature
Relative humidity
Height

Supply voltage
Power consumption
Connection
Connection cable size

Enclosure type (Converter)
Paint
Dimensions
Tube
Weight

Operates at 70% up to 30 °C, then decreases linearly to 50% at 40 °C.
Varies depending on product length

10-28 VDC (for ESC AKM model)
Max. 24V-24mA
2.5mm² terminal block
0.50mm² multi-stranded shielded cable

Ohm (optional)
0 .... 10 VDC (optional)

Aluminum
Electrostatic powder coating
H64xW35xD
304 stainless steel (316 stainless steel optional)
XXXg packaged

UPPER ROD LOWER ROD

CABLE CONNECTION

OUTPUT

ATTENTION!!!

PA 1 : PASSIVE AREA 1
PA 2 : PASSIVE AREA 2
AA : ACTIVE AREA

Read the user manual carefully before using the device! The user is responsible for any damage, loss and accidents suffered by persons as a result
of failure to comply with the warnings in the user manual. For failures occurring in such cases, the device is no longer covered by the warranty.

Depending on changes in the liquid level, the magnet inside the float, which moves linearly along the tube, actuates the reed
switch at the control point. The signal obtained when the reed switch changes position is transmitted to the control device.

Must be used in environments free of flammable and corrosive gases.

The device must not be wiped with cleaning agents containing solvents
(thinner, gasoline, acid, etc.) or with abrasive cleaning agents.

The electrical connection of the level control device must be made in accordance with the wiring diagram supplied with the
device. The electrical wiring diagram and the cable terminal block entries are located inside the device. The multi-core shielded cable of
the signal lines coming to the device must be connected by inserting it into this section.

Note: The end points of the lower rods are marked with black tape.
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